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Barracks - 1st BDE, FY04, PN 36388, Fort Riley, Kansas
The Solicitation is amended in accordance with the attached pages.
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THIS AMENDMENT IS CONTAINED IN TWO (2) DOCUMENTS, PART 1 AND PART 2. 
 
PART 1 
 
 
1.  SPECIFICATIONS:  The following narrative changes are made as indicated. 
 

a. Clarification:  Reference Toilet Accessories, for questions of quantities, go by what is shown on the 
drawings. 

 
b. Revised Pages:  The following pages are deleted and replaced with revised pages of the same 

numbers.  Copies of the revised pages are attached. 
 
 02921A-4 
 02922A-4 

 
c. Narrative Changes:  The following narrative changes are made as indicated. 
 

1)   Section 06100A, paragraph 3.7 titled “SPECIAL INSPECTION AND TESTING FOR 
SEISMIC-RESISTING SYSTEMS” is deleted in its entirety. 
 
2)   Section 10260, paragraph 2.3.3 titled “Accent Rail Type AR {SCB}” is deleted in its entirety.  
Bidder is referred to Volume 1, Sheet A_IN506 Detail A for picture rail detail to replace accent 
rails. 

 
 3) Section 16415, paragraph 2.2 CABLE TRAYS:  The following subparagraph is added.   
 
  “2.2.4    Wire Baskets 
 

Wire basket size shall be as indicated on the drawings.  Wire basket system shall be 
made of high strength steel wires and formed into a standard 51 mm x 102 mm wire 
mesh pattern with intersecting wires welded together.  All wire ends along system’s sides 
shall be rounded during manufacturing for safety of cables and installers.” 

 
d. Deleted Section:  Section 10100 VISUAL COMMUNICATIONS SPECIALTIES is deleted in its 

entirety.     
 
2.  DRAWINGS:   
 

a.  Revised Drawings:  The following drawings are deleted and replaced with revised drawings of the 
same numbers.  Copies of the revised drawings are attached in pdf format. 

 
 Volume 1 
 
 B_E201 
 B_E6-1 
 B_E803 
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 Volume 2 
 
 A_E601 
 A_IN801 
 B_SE101 
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State-approved seed of the latest season's crop shall be provided in original 
sealed packages bearing the producer's guaranteed analysis for percentages of 
mixture, purity, germination, hard seed, weed seed content, and inert material.  
Labels shall be in conformance with AMS Seed Act and applicable state seed 
laws. 
 
2.1.2   Permanent Seed Species and Mixtures 
 
Permanent seed species and mixtures shall be proportioned by weight as follows: 
 
                                  Mixture Percent    Percent Pure 
  Botanical Name   Common Name       by Weight         Live Seed 
  ______________   ___________    _______________    ____________ 
 

    LAWN SEED 
                Any Locally         100                  85          
                  Available  
                   Fine Leaf                                
         Fescue                                                                              
 
2.1.3   Temporary Seed Species 
 
When areas that are not going to be paved or recieve buildings shall within ten 
days of stripping of topsoil or grading be seeded with a temporary seeding to 
mitigate erosion. Repeated seedings shall be made to mitigate baren areas. 
 
Temporary seed species for surface erosion control or overseeding shall be as 
follows: 
 
                                              Percent Pure 
         Botanical Name      Common Name        Live Seed 
         ______________      ___________      ____________ 
 
          Annual Rye       lolium multiflorum      85 
 
2.1.4   Quality 
 
Weed seed shall be a maximum 1 percent by weight of the total mixture. 
 
2.1.5   Seed Mixing 
 
The mixing of seed may be done by the seed supplier prior to delivery, or on 
site as directed. 
 
2.1.6   Substitutions 
 
Substitutions will not be allowed without written request and approval from the 
Contracting Officer. 
 
2.2   TOPSOIL 
 
Topsoil shall be as defined in ASTM D 5268.  When available, the topsoil shall be 
the existing surface soil stripped and stockpiled onsite in accordance with 
Section 02300 EARTHWORK.  When additional topsoil is required beyond the 
available topsoil from the stripping operation, topsoil shall be delivered and 
amended as recommended by the soil test for the seed specified.  Topsoil shall be 
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State-approved sod shall be provided as classified by applicable state laws.  
Sod section shall be sized to permit rolling and lifting without breaking. 
 
2.1.2   Grass Species 
 
Grass species shall be proportioned as follows: 
 
            Botanical Name     Common Name     Mixture Percent 
            ______________     ___________     _______________ 
 
                               Any Locally          95      
                               Available                    
                               Fine Leaf                   
                               Fescue          
                                                      
 
2.1.3   Quality 
 
Sod shall be relatively free of thatch, diseases, nematodes, soil-borne 
insects, weeds or undesirable plants, stones larger than  in diameter, woody 
plant roots, and other materials detrimental to a healthy stand of grass 
plants.  Broadleaf weeds and patches of foreign grasses shall be a maximum 2 
percent of the sod section. 
 
2.1.4   Thickness 
 
Sod shall be machine cut to a minimum  thickness.  Measurement for thickness 
shall exclude top growth and thatch. 
 
2.1.5   Anchors 
 
Sod anchors shall be as recommended by the sod supplier. 
 
2.1.6   Substitutions 
 
Substitutions will not be allowed without written request and approval from the 
Contracting Officer. 
 
2.2   TOPSOIL 
 
Topsoil shall be as defined in ASTM D 5268.  When available, the topsoil shall 
be the existing surface soil stripped and stockpiled onsite in accordance with 
Section 02300A EARTHWORK.  When additional topsoil is required beyond the 
available topsoil from stripping operation, topsoil shall be delivered and 
amended as recommended by the soil test for the sod species specified.  Topsoil 
shall be free from slag, cinders, stones, lumps of soil, sticks, roots, trash, 
or other material over a maximum  diameter.  Topsoil shall be free from viable 
plants and plant parts. 
 
2.3   SOIL AMENDMENTS 
 
Soil amendments shall consist of pH adjuster, fertilizer, organic material, and 
soil conditioners meeting the following requirements.  Vermiculite shall not be 
used. 
 
2.3.1   pH Adjuster 
 
The pH adjuster shall be an agricultural liming material in accordance with 
ASTM C 602.  These materials may be burnt lime, hydrated lime, ground 
limestone, or shells.  The pH adjuster shall be used to create a favorable soil 
pH for the plant material specified. 
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